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TERMINALS

TouchProESS Advanced Data Collection Terminals
Description - The TouchProESS is TimeTrak®’s newest and most sophisticated terminal for automatic identification and biometric technologies, with multimedia communication to employees, providing customized transaction, and lookup capabilities from live data.
Overview

· The transaction can require a Fingerprint only, a badge ID only, or both.  The transaction can require any of the above options plus the addition of a PIN.
· On-line operation: employee transactions are verified real time.  Based on access given individual employees they may view and/or edit time cards, schedules, hours, accruals, etc. The above options can be structured to require the use of a PIN for higher security.  It will go automatically into off-line mode if the host does not respond to messages within a user-defined interval.
· Off-line autonomous operation:  when there is no connection to a PC, or the PC is connected only sporadically, transactions will be accepted at the clock; verification will be limited because most verification data is stored in the database rather than the clock.  This offline operation permits employees to use the clock at all times, whether online or offline.
· Moves back and forth between on-line and off-line modes while maintaining console functionality and background communications transparency.
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· Can be configured for common code validation (to be valid a badge must have a particular badge ID in a particular position).

· The PIN validation can be restricted to live TimeTrak® Schedules.  This allows increased security outside of individual scheduled work hours and during weekends and holidays.

· The terminal can be configured to switch itself off after a user definable number of minutes of inactivity.  Operations are resumed by pressing the <ENTER> key.  In this way its autonomy can be extended to several days.

Optional
· A second Reader option can be requested.

Technical Information

· Display TFT 7” 16:10 480x240 with touch screen.

· ABS housing IP 64 environmental protection.

· Membrane keyboard 18 keys, numeric + letters.
· Two USB host ports, one SD/MMC slot.

· RFID readers: all TMC line supported ones.

· Slot card readers: magnetic or barcode.
· Communication ports:

· 1 x Ethernet 10/100, PoE A&B compliant.

· 1 x Serial RS485 or opto RS232.

· 1 x Serial RS232 opto or not.

· Auxilliary reader connector.

· Physical Input Outputs:
· 1 x Relay 2A 60V N.O.+N.C.

· 2 x Relay 3A 60V N.O.

· 4 x Digital optoisolated inputs.

· Internal antitamper sensor.

· Microphone and speaker.

· Internal batteries for a few hours autonomy.

· Power supply: 9.56Vdc/ac.

· Fingerprint internal reader option.

· Video Camera option.

· WiFi 802.11b/g option on SDIO or USB.



Please contact your dealer:


TimeTrak Systems Inc.

933 Pine Grove Avenue

Port Huron, MI  48060

Phone:  (810) 984-1313


